Foreman™ 1500 RPM Dust Control Burnisher

Operator’s Manual
Parts Schematic

Item #85000-00

©Betco Corporation. All Rights Reserved • 1001 Brown Avenue • P.O. Box 3127 • Toledo, Ohio 43607-0127 • 800-777-3343 • www.betco.com
<table>
<thead>
<tr>
<th>View</th>
<th>Betco SKU</th>
<th>Ref.No</th>
<th>Qty.</th>
<th>Description</th>
<th>View</th>
<th>Betco SKU</th>
<th>Ref.No</th>
<th>Qty.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>035400</td>
<td>2</td>
<td></td>
<td>Countersunk M 6x16</td>
<td>185</td>
<td>163500</td>
<td>1</td>
<td></td>
<td>Distance washer bearing</td>
</tr>
<tr>
<td>5</td>
<td>608112</td>
<td>1</td>
<td></td>
<td>Adjusting screw</td>
<td>190</td>
<td>608053</td>
<td>1</td>
<td></td>
<td>Bush</td>
</tr>
<tr>
<td>15</td>
<td>608235</td>
<td>1</td>
<td></td>
<td>Spring</td>
<td>195</td>
<td>299500</td>
<td>1</td>
<td></td>
<td>Hexagon screw M8x30</td>
</tr>
<tr>
<td>20</td>
<td>076300</td>
<td>1</td>
<td></td>
<td>Washer A13</td>
<td>200</td>
<td>299800</td>
<td>1</td>
<td></td>
<td>Hexagon nut M8</td>
</tr>
<tr>
<td></td>
<td>608140</td>
<td>1</td>
<td></td>
<td>Kit f.locking screw</td>
<td>205</td>
<td>300000</td>
<td>1</td>
<td></td>
<td>Washer 8,4</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>210</td>
<td>608189</td>
<td>1</td>
<td></td>
<td>Bush, movable bearing</td>
</tr>
<tr>
<td>40</td>
<td>608136</td>
<td>2</td>
<td></td>
<td>Saucer-head screw</td>
<td>235</td>
<td>608077</td>
<td>1</td>
<td></td>
<td>Fork, galvanized</td>
</tr>
<tr>
<td>45</td>
<td>608076</td>
<td>1</td>
<td></td>
<td>Spring</td>
<td>240</td>
<td>608144</td>
<td>1</td>
<td></td>
<td>Screw fastening PG11</td>
</tr>
<tr>
<td>50</td>
<td>608220</td>
<td>2</td>
<td></td>
<td>Ratchet bar</td>
<td>250</td>
<td>601589</td>
<td>2</td>
<td></td>
<td>Screw M6 x 12, galv.</td>
</tr>
<tr>
<td>55</td>
<td>602560</td>
<td>2</td>
<td></td>
<td>Cylinder screw M 8x16</td>
<td>255</td>
<td>608071</td>
<td>2</td>
<td></td>
<td>Bloc</td>
</tr>
<tr>
<td>60</td>
<td>299800</td>
<td>2</td>
<td></td>
<td>Hexagon nut M8</td>
<td>260</td>
<td>299700</td>
<td>2</td>
<td></td>
<td></td>
</tr>
<tr>
<td>65</td>
<td>300000</td>
<td>2</td>
<td></td>
<td>Washer 8,4</td>
<td>265</td>
<td>608145</td>
<td>2</td>
<td></td>
<td>Kit of blocs</td>
</tr>
<tr>
<td>70</td>
<td>608075</td>
<td>1</td>
<td></td>
<td>Pedal hoop, covered</td>
<td>270</td>
<td>608056</td>
<td>2</td>
<td></td>
<td>Bush</td>
</tr>
<tr>
<td>75</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>275</td>
<td>299800</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>80</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>280</td>
<td>300000</td>
<td>2</td>
<td></td>
<td></td>
</tr>
<tr>
<td>90</td>
<td>608141</td>
<td>2</td>
<td></td>
<td>Pedal fastening kit</td>
<td>285</td>
<td>102800</td>
<td>2</td>
<td></td>
<td>Lock washer A 4,3</td>
</tr>
<tr>
<td></td>
<td>608141</td>
<td></td>
<td></td>
<td>w/o pos.60</td>
<td>290</td>
<td>082600</td>
<td>1</td>
<td></td>
<td>Cylinder screw M4 x 10</td>
</tr>
<tr>
<td></td>
<td>100</td>
<td>2</td>
<td></td>
<td>Securing disc 15</td>
<td>295</td>
<td>601639</td>
<td>1</td>
<td></td>
<td>Screw M 4x16, galv.</td>
</tr>
<tr>
<td>105</td>
<td>167900</td>
<td>2</td>
<td></td>
<td>Joint disk</td>
<td>300</td>
<td>608072</td>
<td>2</td>
<td></td>
<td></td>
</tr>
<tr>
<td>110</td>
<td>608222</td>
<td>2</td>
<td></td>
<td>Distance washer bearing</td>
<td>305</td>
<td>608071</td>
<td>2</td>
<td></td>
<td></td>
</tr>
<tr>
<td>115</td>
<td>608072</td>
<td>2</td>
<td></td>
<td>Wheel D=160</td>
<td>310</td>
<td>600137</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>120</td>
<td>270200</td>
<td>2</td>
<td></td>
<td>Transmission disk</td>
<td>315</td>
<td>602212</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>125</td>
<td>160400</td>
<td>2</td>
<td></td>
<td>Toothed disk 6,4</td>
<td>320</td>
<td>300000</td>
<td>2</td>
<td></td>
<td></td>
</tr>
<tr>
<td>130</td>
<td>035400</td>
<td>2</td>
<td></td>
<td>Countersunk M6 x 16</td>
<td>325</td>
<td>608055</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>608142</td>
<td>2</td>
<td></td>
<td>Wheel fastening kit</td>
<td>330</td>
<td>608055</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>135</td>
<td>608063</td>
<td>1</td>
<td></td>
<td>Foil, pressure adjustment</td>
<td>335</td>
<td>608055</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>140</td>
<td>608114</td>
<td>1</td>
<td></td>
<td>Base plate with foil</td>
<td>340</td>
<td>608055</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>145</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>345</td>
<td>608055</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>150</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>350</td>
<td>608055</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>155</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>355</td>
<td>608055</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>160</td>
<td>608175</td>
<td>1</td>
<td></td>
<td>Base plate with foil</td>
<td>360</td>
<td>608055</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>608316</td>
<td>1</td>
<td></td>
<td>Base plate with foil</td>
<td>365</td>
<td>608055</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>170</td>
<td>299800</td>
<td>1</td>
<td></td>
<td>Hexagon nut M8</td>
<td>370</td>
<td>608055</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>175</td>
<td>300000</td>
<td>1</td>
<td></td>
<td>Washer 8,4</td>
<td>375</td>
<td>608055</td>
<td>1</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**CHASSIS**

- **Betco 2-500 CHASSIS**
  - S. 2 v.4
  - Ser. - Nr. 2 000 330
  - Dat.: 05 - 04
  - Date: 02 - 04

- **Betco 2-500 CHASSIS**
  - S. 2 v.4
  - Ser. - Nr. 2 000 330
  - Dat.: 05 - 04
  - Date: 02 - 04
<table>
<thead>
<tr>
<th>View</th>
<th>Betco SKU</th>
<th>Ref.No</th>
<th>Qty</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>608110</td>
<td>1</td>
<td>Name plate</td>
<td></td>
</tr>
<tr>
<td>5</td>
<td>608086</td>
<td>1</td>
<td>Motor cover</td>
<td></td>
</tr>
<tr>
<td>10</td>
<td>601589</td>
<td>4</td>
<td>Screw M6 x 12, galv.</td>
<td></td>
</tr>
<tr>
<td>15</td>
<td>602395</td>
<td>4</td>
<td>Washer 6,4</td>
<td></td>
</tr>
<tr>
<td>K 20</td>
<td>82880</td>
<td></td>
<td>Motor cover kit</td>
<td></td>
</tr>
<tr>
<td>25</td>
<td>256600</td>
<td>1</td>
<td>Feather key 6x6x22</td>
<td></td>
</tr>
<tr>
<td>30</td>
<td>82890</td>
<td>608095</td>
<td>1 Capacitor 80 mF</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>608236</td>
<td>1 Capacitor 300 mF</td>
<td></td>
</tr>
<tr>
<td>35</td>
<td>260125</td>
<td>1</td>
<td>Set of strands</td>
<td></td>
</tr>
<tr>
<td>40</td>
<td>260127</td>
<td>1</td>
<td>Set of strands</td>
<td></td>
</tr>
<tr>
<td>45</td>
<td>608096</td>
<td>1</td>
<td>Capacitor 32 mF</td>
<td></td>
</tr>
<tr>
<td></td>
<td>608237</td>
<td>1</td>
<td>Capacitor 25 mF</td>
<td></td>
</tr>
<tr>
<td>55</td>
<td>602731</td>
<td>2</td>
<td>Flat head screw M3 x20</td>
<td></td>
</tr>
<tr>
<td>60</td>
<td>281200</td>
<td>1</td>
<td>Connection</td>
<td></td>
</tr>
<tr>
<td>65</td>
<td>608068</td>
<td>1</td>
<td>Insulation</td>
<td></td>
</tr>
<tr>
<td>70</td>
<td>048300</td>
<td>2</td>
<td>Hexagon nut M 3</td>
<td></td>
</tr>
<tr>
<td>75</td>
<td>260126</td>
<td>1</td>
<td>Set of strands</td>
<td></td>
</tr>
<tr>
<td>80</td>
<td>608094</td>
<td>1</td>
<td>Relais</td>
<td></td>
</tr>
<tr>
<td>K 89</td>
<td>82891</td>
<td></td>
<td>Relais</td>
<td></td>
</tr>
<tr>
<td>95</td>
<td>608134</td>
<td>1</td>
<td>Flat head screw M5x8</td>
<td></td>
</tr>
<tr>
<td>105</td>
<td>60147</td>
<td>1</td>
<td>Motor cpl. Kit</td>
<td></td>
</tr>
<tr>
<td>110</td>
<td>606336</td>
<td>1</td>
<td>Motor cpl. Kit</td>
<td></td>
</tr>
<tr>
<td>K 90</td>
<td>82862</td>
<td></td>
<td>Motor cpl. Kit</td>
<td></td>
</tr>
<tr>
<td>105</td>
<td>606319</td>
<td>1</td>
<td>Motor cpl. Kit</td>
<td></td>
</tr>
<tr>
<td>110</td>
<td>070400</td>
<td>1</td>
<td>Cylinder screw M 4x10</td>
<td></td>
</tr>
<tr>
<td>115</td>
<td>608108</td>
<td>2</td>
<td>Strand ; Carthing</td>
<td></td>
</tr>
<tr>
<td>K 120</td>
<td>82869</td>
<td></td>
<td>Earthing wire , motor</td>
<td></td>
</tr>
<tr>
<td>130</td>
<td>299500</td>
<td>1</td>
<td>Countersunk M 8x30</td>
<td></td>
</tr>
<tr>
<td>135</td>
<td>300000</td>
<td>1</td>
<td>Washer 8,4</td>
<td></td>
</tr>
<tr>
<td>140</td>
<td>163500</td>
<td>2</td>
<td>Distance washer bearing</td>
<td></td>
</tr>
<tr>
<td>145</td>
<td>608053</td>
<td>1</td>
<td>Bush</td>
<td></td>
</tr>
<tr>
<td>150</td>
<td>299800</td>
<td>2</td>
<td>Hexagon nut M8</td>
<td></td>
</tr>
<tr>
<td>155</td>
<td>608189</td>
<td>1</td>
<td>Bush ; movable bearing</td>
<td></td>
</tr>
<tr>
<td>160</td>
<td>300000</td>
<td>1</td>
<td>Washer 8,4</td>
<td></td>
</tr>
<tr>
<td>165</td>
<td>299500</td>
<td>1</td>
<td>Countersunk M 8x30</td>
<td></td>
</tr>
<tr>
<td>170</td>
<td>601737</td>
<td>1</td>
<td>Rubber plate 50x20x3</td>
<td></td>
</tr>
<tr>
<td>175</td>
<td>608117</td>
<td>1</td>
<td>Motor plate cpl.</td>
<td></td>
</tr>
<tr>
<td>K 180</td>
<td>82881</td>
<td>608148</td>
<td>1 Motorplate w. fast.Kit</td>
<td></td>
</tr>
<tr>
<td>210</td>
<td>333700</td>
<td>1</td>
<td>Joint ring</td>
<td></td>
</tr>
<tr>
<td>230</td>
<td>602395</td>
<td>4</td>
<td>Washer 6,4</td>
<td></td>
</tr>
<tr>
<td>235</td>
<td>601589</td>
<td>4</td>
<td>Screw M6 x 12, galv.</td>
<td></td>
</tr>
<tr>
<td>240</td>
<td>608066</td>
<td>1</td>
<td>Flex brush</td>
<td></td>
</tr>
<tr>
<td>K 245</td>
<td>82874</td>
<td>608118</td>
<td>1 Suction bell cpl.</td>
<td></td>
</tr>
<tr>
<td>View</td>
<td>Betco SKU</td>
<td>Ref.No</td>
<td>Qty.</td>
<td>Description</td>
</tr>
<tr>
<td>------</td>
<td>-----------</td>
<td>--------</td>
<td>------</td>
<td>-------------------------------</td>
</tr>
<tr>
<td>1</td>
<td>608059</td>
<td>1</td>
<td>Flange</td>
<td></td>
</tr>
<tr>
<td>5</td>
<td>320100</td>
<td>1</td>
<td>Washer</td>
<td></td>
</tr>
<tr>
<td>6</td>
<td>238200</td>
<td>1</td>
<td>Spring washer 8</td>
<td></td>
</tr>
<tr>
<td>10</td>
<td>299500</td>
<td>1</td>
<td>Countersunk M8 x 30</td>
<td></td>
</tr>
<tr>
<td>15</td>
<td>035400</td>
<td>6</td>
<td>Countersunk M6 x 16</td>
<td></td>
</tr>
<tr>
<td>K20</td>
<td>82882</td>
<td>608149</td>
<td>1</td>
<td>Kit flange fastening</td>
</tr>
<tr>
<td>30</td>
<td>82859</td>
<td>608097</td>
<td>1</td>
<td>Pad centring device, upper part</td>
</tr>
<tr>
<td>40</td>
<td>603359</td>
<td>3</td>
<td>Screw KB 40x10, galvanized</td>
<td></td>
</tr>
<tr>
<td>K50</td>
<td>82875</td>
<td>608123</td>
<td>1</td>
<td>Pad centring cpl.</td>
</tr>
<tr>
<td>60</td>
<td>600138</td>
<td>8</td>
<td>Hexagon nut M5, galv.</td>
<td></td>
</tr>
<tr>
<td>65</td>
<td>608088</td>
<td>1</td>
<td>Serrated lock washer f. flange</td>
<td></td>
</tr>
<tr>
<td>70</td>
<td>608089</td>
<td>1</td>
<td>Drive plate</td>
<td></td>
</tr>
<tr>
<td>75</td>
<td>346100</td>
<td>8</td>
<td>Washer 5,3</td>
<td></td>
</tr>
<tr>
<td>80</td>
<td>608132</td>
<td>8</td>
<td>Screw M 5x25</td>
<td></td>
</tr>
<tr>
<td>K85</td>
<td>82886</td>
<td>608163</td>
<td>1</td>
<td>Drive plate cpl.</td>
</tr>
<tr>
<td>View</td>
<td>Betco SKU</td>
<td>Ref.No</td>
<td>Qty.</td>
<td>Description</td>
</tr>
<tr>
<td>------</td>
<td>-----------</td>
<td>--------</td>
<td>------</td>
<td>------------------------------</td>
</tr>
<tr>
<td></td>
<td>1</td>
<td>601589</td>
<td>2</td>
<td>Screw M6 x 12, galv.</td>
</tr>
<tr>
<td></td>
<td>5</td>
<td>242900</td>
<td>2</td>
<td>Washer 6,4 PA</td>
</tr>
<tr>
<td></td>
<td>10</td>
<td>608082</td>
<td>1</td>
<td>Covering hood</td>
</tr>
<tr>
<td></td>
<td>15</td>
<td>601589</td>
<td>2</td>
<td>Screw M6 x 12, galv.</td>
</tr>
<tr>
<td></td>
<td>20</td>
<td>602395</td>
<td>2</td>
<td>Washer 6,4</td>
</tr>
<tr>
<td></td>
<td><strong>K 25</strong></td>
<td>82883</td>
<td>1</td>
<td>Kit - covering w.fastg.</td>
</tr>
<tr>
<td></td>
<td>40</td>
<td>600138</td>
<td>1</td>
<td>Hexagon nut M5, galv.</td>
</tr>
<tr>
<td></td>
<td>45</td>
<td>608120</td>
<td>1</td>
<td>Distance roller</td>
</tr>
<tr>
<td></td>
<td>50</td>
<td>608052</td>
<td>1</td>
<td>Axle</td>
</tr>
<tr>
<td></td>
<td>55</td>
<td>600138</td>
<td>1</td>
<td>Hexagon nut M5, galv.</td>
</tr>
<tr>
<td></td>
<td>60</td>
<td>608121</td>
<td>1</td>
<td>Spring</td>
</tr>
<tr>
<td></td>
<td>65</td>
<td>608083</td>
<td>1</td>
<td>Lid, dust collector</td>
</tr>
<tr>
<td></td>
<td>70</td>
<td>105400</td>
<td>1</td>
<td>Flat head screw M4 x 8</td>
</tr>
<tr>
<td></td>
<td>75</td>
<td>608119</td>
<td>1</td>
<td>Nut M4</td>
</tr>
<tr>
<td></td>
<td><strong>K 80</strong></td>
<td>82884</td>
<td>1</td>
<td>Kit-lid w.fastg.</td>
</tr>
<tr>
<td></td>
<td>90</td>
<td>601589</td>
<td>2</td>
<td>Screw M6 x 12, galv.</td>
</tr>
<tr>
<td></td>
<td>95</td>
<td>242900</td>
<td>2</td>
<td>Washer 6,4 PA</td>
</tr>
<tr>
<td></td>
<td><strong>100</strong></td>
<td>82872</td>
<td>5</td>
<td>Dust bag</td>
</tr>
</tbody>
</table>
250 Führungsbügel mit Befestigungsteilen ohne Pos.5
<table>
<thead>
<tr>
<th>View</th>
<th>Betco SKU</th>
<th>Ref.No</th>
<th>Qty.</th>
<th>Description</th>
<th>View</th>
<th>Betco SKU</th>
<th>Ref.No</th>
<th>Qty.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>601133</td>
<td>2</td>
<td>Cable sleeve</td>
<td>150</td>
<td>608164</td>
<td>1</td>
<td>Earthing card f. handle</td>
<td></td>
<td></td>
</tr>
<tr>
<td>5</td>
<td>608065</td>
<td>1</td>
<td>Cable</td>
<td>155</td>
<td>081100</td>
<td>1</td>
<td>Hexagon nut M8</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>160</td>
<td>040300</td>
<td>1</td>
<td>Lock washer 5,3</td>
<td></td>
<td></td>
</tr>
<tr>
<td>K 15</td>
<td>82863</td>
<td>1</td>
<td>Cable + Cable sleeve</td>
<td>165</td>
<td>048400</td>
<td>1</td>
<td>Clamp</td>
<td></td>
<td></td>
</tr>
<tr>
<td>25</td>
<td>600138</td>
<td>1</td>
<td>Hexagon nut M 5, self-locking</td>
<td>170</td>
<td>081100</td>
<td>1</td>
<td>Hexagon nut M8</td>
<td></td>
<td></td>
</tr>
<tr>
<td>30</td>
<td>346100</td>
<td>1</td>
<td>Washer 5,3</td>
<td>180</td>
<td>040300</td>
<td>1</td>
<td>Lock washer 5,3</td>
<td></td>
<td></td>
</tr>
<tr>
<td>35</td>
<td>355300</td>
<td>1</td>
<td>Clamp</td>
<td>185</td>
<td>183100</td>
<td>1</td>
<td>Countersunk M5x16 galv.</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>601101</td>
<td>1</td>
<td>Pull relief</td>
<td>190</td>
<td>608208</td>
<td>1</td>
<td>Bow-type handle, coated</td>
<td></td>
<td></td>
</tr>
<tr>
<td>45</td>
<td>601530</td>
<td>1</td>
<td>Flat head screw M5x20</td>
<td>195</td>
<td>608212</td>
<td>1</td>
<td>Bow-type handle, coated</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>608213</td>
<td>1</td>
<td>Bow-type handle, coated</td>
<td></td>
<td></td>
</tr>
<tr>
<td>K 55</td>
<td>82864</td>
<td>1</td>
<td>Pull relief + fixture</td>
<td>65</td>
<td>299800</td>
<td>1</td>
<td>Hexagon nut M8</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>608217</td>
<td>1</td>
<td>Bow-type handle, coated</td>
<td></td>
<td></td>
</tr>
<tr>
<td>70</td>
<td>333200</td>
<td>1</td>
<td>Washer</td>
<td>75</td>
<td>339400</td>
<td>1</td>
<td>Spring</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>608198</td>
<td>1</td>
<td>Earthing f.bow-type handle</td>
<td></td>
<td></td>
</tr>
<tr>
<td>80</td>
<td>608187</td>
<td>1</td>
<td>Cable holder</td>
<td></td>
<td>606324</td>
<td>1</td>
<td>Bow-type handle+ earthing RAL1032</td>
<td></td>
<td></td>
</tr>
<tr>
<td>85</td>
<td>339400</td>
<td>1</td>
<td>Spring</td>
<td></td>
<td>606325</td>
<td>1</td>
<td>Bow-type handle+ earthing RAL7016</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>606326</td>
<td>1</td>
<td>Bow-type handle+ earthing RAL3002</td>
<td></td>
<td></td>
</tr>
<tr>
<td>K 95</td>
<td>82865</td>
<td>1</td>
<td>Cable holder + fixture</td>
<td></td>
<td>606327</td>
<td>1</td>
<td>Bow-type handle+ earthing RAL6032</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>606317</td>
<td>1</td>
<td>Bow-type handle+ earthing RAL9006</td>
<td></td>
<td></td>
</tr>
<tr>
<td>105</td>
<td>608135</td>
<td>2</td>
<td>Saucer-head screw</td>
<td></td>
<td>606331</td>
<td>1</td>
<td>Bow-type handle kit</td>
<td></td>
<td></td>
</tr>
<tr>
<td>110</td>
<td>608061</td>
<td>2</td>
<td>Bush</td>
<td></td>
<td>606332</td>
<td>1</td>
<td>Bow-type handle kit</td>
<td></td>
<td></td>
</tr>
<tr>
<td>115</td>
<td>300000</td>
<td>2</td>
<td>Washer 8,4</td>
<td></td>
<td>606333</td>
<td>1</td>
<td>Bow-type handle kit</td>
<td></td>
<td></td>
</tr>
<tr>
<td>120</td>
<td>273400</td>
<td>2</td>
<td>Nut M8</td>
<td></td>
<td>606334</td>
<td>1</td>
<td>Bow-type handle kit</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>w/o pos.5</td>
<td></td>
<td></td>
</tr>
<tr>
<td>K 130</td>
<td>82866</td>
<td>1</td>
<td>Screw fastening for handle</td>
<td></td>
<td></td>
<td></td>
<td>Bow-type handle kit</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>w/o pos.5</td>
<td></td>
<td></td>
</tr>
<tr>
<td>View</td>
<td>Betco SKU</td>
<td>Ref.No</td>
<td>Qty.</td>
<td>Description</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>------</td>
<td>-----------</td>
<td>--------</td>
<td>------</td>
<td>--------------------------------------</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>1</td>
<td>600117</td>
<td>1</td>
<td>Grip shell, upper part</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>10</td>
<td>600173</td>
<td>2</td>
<td>Screw 2,9x6</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>15</td>
<td>600115</td>
<td>1</td>
<td>Hat profile</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>20</td>
<td>600170</td>
<td>1</td>
<td>Spring</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>25</td>
<td>600169</td>
<td>1</td>
<td>Bolt</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>30</td>
<td>600118</td>
<td>1</td>
<td>Grip shell, lower part</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>35</td>
<td>600166</td>
<td>6</td>
<td>Screw KB 35x25</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>40</td>
<td>095700</td>
<td>1</td>
<td>Connection 3-channel</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>45</td>
<td>096800</td>
<td>1</td>
<td>Marking strip</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>50</td>
<td>600176</td>
<td>2</td>
<td>Screw KB 35x20</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>55</td>
<td>600177</td>
<td>1</td>
<td>Cap</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>60</td>
<td>600166</td>
<td>1</td>
<td>Screw KB 35x25</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>70</td>
<td>600168</td>
<td>1</td>
<td>Clamp for pull relief</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>75</td>
<td>600172</td>
<td>2</td>
<td>Screw 3,5x16</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>K 85</td>
<td>82885</td>
<td>1</td>
<td>Kit f.switch case lower part</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>105</td>
<td>600121</td>
<td>1</td>
<td>Switch lever, left</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>110</td>
<td>600124</td>
<td>1</td>
<td>Switch lever, right</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>K 120</td>
<td>82868</td>
<td>1</td>
<td>Switch levers, - set -</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>135</td>
<td>600353</td>
<td>1</td>
<td>Switch</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>140</td>
<td>600161</td>
<td>1</td>
<td>Strand brown 160 lg</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>145</td>
<td>600160</td>
<td>1</td>
<td>Strand blue 160 lg</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>K 155</td>
<td>82860</td>
<td>1</td>
<td>Switch with strands</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>165</td>
<td>604303</td>
<td>1</td>
<td>Sleeve</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>170</td>
<td>608064</td>
<td>1</td>
<td>Plug cord</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>K180</td>
<td>82858</td>
<td>1</td>
<td>Plug cord with sleeve 115V,</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>